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Salient Features

Efficient Hydraulic System:

Positive control double pump hydraulic system with
advanced optimum hydraulic control system assures both
Independent and simultaneous compound functions make
easy and also yield maximum control and smoothness of all
hydraulic functions.

The horse power (hp) summation system makes full use of
engine power output for maximum productivity with faster
cycle time. The positive control pump and boom and arm
functions regeneration featured tandem parallel circuit,
advanced control valve with load sensing features reduces
the hydraulic loss during idle and increases oil flow in direct
proportion to joystick movement for precise control.
Powerful economic engine:

BEML diesel engine delivers 147 kW (197 FHP). A direct
iInjection system for reduced fuel consumption and assures
nigh operational economy. The turbo charger allows engine
to attain high performance even on high altitude job sites.
Effort free operation:

Work equipment controls are simple and feather touch due
to the hydraulically assisted control system.

Maximum working performance:

Mode selection switch provided in the operators cabin can
be used for high excavating efficiency.

Depending on the operations like general digging and
loading, light material lifting, slope finishing etc.,

The mode can be selected for a particular application.

Easy maintenance:

Centralized monitoring system within the operator's cab
allows fast daily checks and also keeps the operator
constantly informed of any abnormality during operation.
Operator Comfort:

Aesthetically improved cabin provides plenty of work space
and excellent visibility.

Power Line

B ENGINE
Make / Model : BEML / BS6D125
Type . Diesel 4 stroke, Water cooled,

Turbo charged, Direct injection.
@125 x 150 mm
:11.057 ¢(11050 cc)
147 kW (197 HP) @ 1550 rpm

Bore x Stroke
Displacement
Net Horsepower

Max. Torque 1030 Nm (105 kgm) @ 1200 rpm

No. of Cylinders : 6, inline

Governor . All speed, Mechanical

Electrical

Alternator 24V, 45 A

Starting motor 24V, 7.5 kW

Battery :2x 12V, 150 An

B FINAL DRIVE

Drive Type - Fully Hydrostatic, two stage planetary

reduction
Max. Drawbar pull : 210.84 kN (21,500 kg)
Max. travel speed :0.89 m/s. (3.2 kmph)

Hydraulic System

B HYDRAULICS
Hydraulic Pumps

Type - Variable displacement piston
Main type double pump

Maximum oil flow : 2 x 244 ¢/ min @ 1550 rpm
Pilot Type - Gear Pump

Maximum oil flow : 1 x 35 ¢min @ 1550 rpm
Hydraulic Motors

Travel . 2 Nos. axial piston motor with counter balance
valve.

Swing T No. axial piston motor

Control valve

Type . / spool tandem parallel boom & arm

regenerative control valve.
Relief valve settings
Implement circuits
(Boom, arm & bucket)
Swing circuit
(for better acceleration
& deceleration)
Travel circuit
Pilot circuit
Port Relief with
Anti cavitation
(Boom /Arm/Bucket)
Hydraulic Cylinders

- 31.4 MPa (320 kg/cm?)

- 26.85 MPa (275 kg/cm?)

- 31.4 MPa (320 kg/cm?)

. 2.94 MPa (30 kg/cm?)

- 33.3 MPa (340 kg/cm?)
(for safety of hyd. System)

Type Double acting piston

Cylinders Numbers Bore x Stroke

Boom 2 @ 140 mm x 1480 mm

Arm 1 @ 160 mm x 1645 mm

Bucket 1 @ 140 mm x 1290 mm

B FILTER SYSTEM

Engine . Two stage fuel filter with water separator

Air-intake - Dry type, two stage air cleaner with dust
evacuator.

Hydraulic - One suction filter, one line filter for pilot &

one return oil full flow fine filter
BICOOLANT AND LUBRICANT CAPACITY (REFILL)

Systems (Refilling) Capacity (Liters)
Fuel tank 510
Radiator 45.0
Engine 28.0
Final drive each side 10.5
Swing drive 1715
Hydraulic tank 225

Excavator Attachment
BMWORKING RANGE (FIG A)

Arm length 220m 2.55m 3.13m 4.02m
A. Max. digging height 9.58 m 9.95m 10.175m 10.54 m
B. Max. dumping height 6,58 m 686m 7. 10m 7.46m
C. Max. diggingdepth 6.38m 6.73m 7/7.32m 8.20m
D. Max. vertical wall

digging depth 5.12m 5.77m 622m 7.16m
E. Max. digging depth

of cut for 2440 mm

level bottom 6.16m 655m 7.14m 8.0/ m

F. Max. digging reach
at ground level
Bucket digging force
kN(kg)

Arm Crowd force
kN(kg)

996 m 10.55m 10.92m 11.90 m
169(17200) 169(17200) 169(17200) 169(17200)

171(17400) 149(15200) 128(13000) 105(11000)




BUNDER CARRIAGE

Track frame type  : Sturdy H-bar type centre frame is
bolted on the track frame for easy
serviceability

Shoe width - 6T10mm
No. of shoes ' 51 each side
Grouser height 3T mm

No. of carrier rollers : 2 each Side
No. of track rollers : 9 each side

Ground Pressure  :55.39 k Pa (0.57 kg/cm?)
Ground contact area: 53,777 cm?

B BACKHOE BUCKETS

Bucket type Narrow Std. Heavy Light
Bucket capacity m’ Bucket Duty Duty
SAE heaped 0.50 1.10  1.57 1.32 1.80 2.00
Struck 0.38 0.79 1.10 1.00 1.25 1.46

Bucket width mm

Without side cutters 610 1105 1475 1290 1660 1831
With side cutters 740 1235 1605 1420
Bucket mass : kg (with teeth)

Without side cutters 609 815 1200 1067 10561310
With side cutters 652 858 1263 1110

No. of Bucket teeth 3 4 6 5 6 6

BSWING SYSTE

Type - Spur & Planetary gear reduction, with
mechanical pin-lock type for swing lock

Swing speed 9.4 rpm

Swing circle . Internal gear & pinion, immersed in

grease bath
Min. Swing Radius : 4,245 mm
(Work equipment fully retracted)
Tail swing radius : 3,225 mm

ﬂ Features

B STANDARD EQUIPMENT

One piece Boom (6.47 m), Arm (3.13m),

Backhoe bucket (1.57 m3 SAE heaped),

Starting motor alternator - dry type air cleaner - PPC hydraulic
control - OLSS system - 610mm triple grouser shoes - Grease type
adjuster - fully hydrostatic drive - suction fan - batteries - front
light - bolt on sprocket - 4,790 kg counter weight - all weather
steel cab (with safety glass window - lockable door - window
wiper - electric horn - room lamp and adjustable seat with
reclining device) monitor system - tool kit - Rear view mirror -
Portable fire extinguisher.

Dimensions (mm) (Fig B)

Drive

B CONTROLS

Work attachment  : Hand operated joy-stick pilot pressure
Controls with in-built accumulator system
for work attachments

Travel - Actuated with either hand levers or foot
pedals operated pilot pressure control valve
for forward and reverse travel

BBRAKES
Traveling / Steering : Hydraulic Lock
Parking Type - Spring applied and hydraulically released oil

disc brakes in the final drive. Travel motors
equipped with counter-balance valve which
regulates speed when making descents.

B TRAVEL & STEERING

Travel and Steering : Forward and reverse travel, Steering
actuated with either levers or foot pedals.
Independent drive to each track enables
machine to make a pivot turn in either

direction.
B OPERATING MASS
Operating Mass : 30,800 kg

(Including one piece 6.47 m Boom, 3.13 m Arm, 1.57 m?®
(SAE heaped) backhoe bucket, operator, lubricant, coolant,
hydraulic oil, full fuel)

B GAUGES

Fuel gauge, hydraulic oil level sight gauge, engine cooling water
temperature gauge.

B ATTACHMENTS

BUCKET:

Backhoe bucket: Backhoe buckets of different capacities are
available for selection, on the basis of specific job requirement.
Trapezoidal bucket: Ideal for digging ditches and for drainage
works. 0.90 m® capacity.

Slope finishing bucket: For scraping slopes or banks 0.35 cu.m
capacity 2200 mm width.

Ripper bucket: For hard, rocky ground 0.90 m® capacity 950 mm
width.

Clamshell bucket: is recommended for vertical digging. Two types
available, digging and loading types

Ripper: Choice of single shank or three shank ripper. For rock
digging and crushing hard soil digging, pavement removal work, etc
Hydraulic breaker with impact energy of 400-700 blows/min.
Custom built equipment available for granite application.

Also available : Light duty bucket, narrow bucket.

A

- Overall length 70860 mm

- Overall width 3190 mm

- Overall height (Top of boom) 3320 mm
- Overall height (Top of cab) 3150 mm
- Track length on ground 4045 mm

- Track gauge 2580 mm

- Minimum ground clearance 648 mm
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ﬂ Hydraulic Excavator Range
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BEML LIMITED

Schedule ‘A’ Company under Ministry of Defence, Govt. of India

B CORPORATE OFFICE

BEML Soudha, 23/1, 4" Main, S.R. Nagar, Bengaluru, Karnataka — 560 027
Tele:+ 91 80 2296 3240 | + 91 80 2296 3250
Mail : corocomm@bemlitd.in | office.cpd@bemlltd.in
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P B No. 5, Singrauli Colliery,
Singrauli, Madhya Pradesh - 486 889
Tele: +91 07805 272 668

Mob: +91 94035 18252

Mail :  nitin.misra@bemlltd.in

I sBU - MINING [ ssu-consTRucTION | ] sBu- inTernaTiONAL BusiNess | ] SBU - SUSTENANCE

BEML Soudha, 23/1, 4" Main, BEML Soudha, 23/1, 4" Main, Flat No. E, F, G, H, ‘'Vandana’ BEML Soudha, 23/1, 4" Main,

S.R. Nagar, Bengaluru, S.R. Nagar, Bengaluru, 11" Floor, 11, Tolstoy Margq, S.R. Nagar, Bengaluru,

Karnataka — 560 027 Karnataka — 560 027 Connaught Place, Karnataka — 560 027

T:+91 80 2296 3508/29/32/33 | T: + 91 80 2296 3507/10 NS Dol = 11000 T :+91 80 2296 3540/01/41

E : ajeet.srivastava@bemlltd.in | E : manojkumar.k@bemlitd.in T :+911123443511/20 M : channappa.dm@bemlitd.in

M:+ 917 88003 16131 paritosh.pandey@bemllitd.in
E : jitendra@bemlltd.in

B NORTH & WEST ZONE B EAST ZONE B SOUTH ZONE

Zonal Office : Nagpur Zonal Office : Kolkata Zonal Office : Hyderabad

Mail . ¢s.singh@bemlitd.in Mail . naveensonkar@bemlltd.in Mail . rk.singh@bemlitd.in

Mob :+91 940917 19469 Mob . +97 94484 30606 Mob :+91 92625 82170

Bl REGIONAL OFFICES: Bl REGIONAL OFFICES: Bl REGIONAL OFFICES:

» Bilaspur * Dhanbad * Bengaluru

1-A, Industrial Area, Sirigitti, Sector-C, GT Road, Kandra Post - Bhitia, Govindpur, BEML Soudha, 23/1, 4" Main, S. R. Nagar,

Post-Chakarbhata, Dhanbad, Jharkhand - 828 109 Bengaluru, Karnataka - 560 027

Bilaspur, Chhattisgarh - 495 220 Tele: +91 94711 92023 Tele: +91 080 2296 3524

Tele:+91 07752 252745 / 252491 Mail : bijay.chaudhary@bemlltd.in Mob: +91 97402 42253

Mob: +91 98930 78521 Mail : laxmikanth.r@bemlltd.in

Mail : sudipta.sen@bemiltd.in * Kolkata _

35/1A, Taratala Road, * Chennai

 Mumbai Kolkata, West Bengal - 700 088 Flat No.11, Supriya Estate,

6A, Bakhtawar, Nariman Point, Tele: +91 033 2401 5286 No.3, Sterling Road, Nungambakkam,

Mumbai, Maharashtra - 400 021 Mob: +91 98749 87474 Chennai, Tamil Nadu - 600 034

Mob: +91 94060 55919 / +91 84357 00605 Mail : amritendu@bemlltd.in Tele: +91 044 2827 0792

Mail : pandurang.k@bemlltd.in : Mob: +91 97909 59179

* Ranchi Mail : g.srinivasan@bemlitd.in

* Nagpur 15t Floor, BSNL Main Telephone Exchange

No.33, Cement Road, Shivaji Nagar, Building, Lake Road, » Hyderabad

Nagpur, Maharashtra - 440 010 Ranchi, Jharkhand - 834 001 3-6-114, Street No.18, Himayat Nagar,

Tele: +91 0712 2248 845 Tele: +91 0651 2540 710 Hyderabad, Telangana - 500 029

Mob : +91 94192 54944 Mob: +91 94311 08531 / +91 63803 37525 Tele: +91 040 2322 7032

Mail : onkar.nath@bemlitd.in Mail : balachandar.v@bemllitd.in Mob: +91 99083 49018

. New Delhi . Sambalpur Mail : anwar.basha@bemlitd.in g

Flat No. E, F, G, H, 'Vandana', 11" Floor, BEML Complex, N H - 6, g

11, Tolstoy Marg, Cannought Place, Panchagachhia, Baraipalli Post, o

New Delhi - 110 001 Sambalpur, Odisha - 768 006 b

Tele:+91 011 2344 3500/11 Tele: +971 0663 2521 604 8

Mob: +91 88828 75741 Mob: +91 94370 69116 =

Mail : gaurav.saxena@bemlltd.in Mail : anand.xalxo@bemllitd.in 8

- Singrauli 0
an
O
Z
=
-
@)
Ll

Il DISTRICT OFFICES: Bl DISTRICT OFFICES: Bl DISTRICT OFFICES:
Ahmedabad | Bhilai | Chandrapur | Jammu | Leh | | Asansol | Bhubaneshwar | Guwahati Bacheli | Hospet | Kothagudem | Neyveli |
Pune | Udaipur Ramagundam | Visakhapatnam

Bl ACTIVITY CENTERS: Bl ACTIVITY CENTERS: Bl ACTIVITY CENTERS:

Bhopal | Goa | Maihar Itanagar | Likabali Kochi

I STRATEGIC BUSINESS UNITS B REPRESENTED BY:

Mining | Construction | Sustenance | Hydraulics & Powerline | Armoured | Aerospace | Engines | HMV |

Commuter Rail | Metro Rail | Sustenance - Rail & Metro | International Business | Maritime | SEZ |
SBU Sustenance - Defence & Aerospace

* Material & Specifications are subject to change without notice, lllustrations may include optional Equipment & Accessories.
* BEML Logo & Colors used herein are trademarks of BEML & may not be used without permission.
* For more information on BEML products, services & solutions visit www.bemlindia.in or scan QR code above.




