BE/75

Kirloskar Oil Engines Ltd.

4R 1040 NA & 4R 1040 TC BSIII - Diesel, 4 stroke,

Water Cooled, Direct Injection with natural
aspirated & turbo charged

Power Shift Transmission
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Flywheel Power (FHP)

Natural Aspirated Engine : 41.9 kW (57 hp) @2000 rpm
Turbo charged Engine  : 53.0 kW (71 hp) @ 2200 rpm
Bucket Capacity : 0.3 m°

Operating Mass : /500 Kg

Effort free operation

Work equipment controls are simple and light
touch due to the hydraulically assisted control
system.

www.bemlindia.in



Salient Features

Efficient Hydraulic System:

Hydraulic system with axial piston pump assures smooth
compound work equipment movement and travel.

Rugged closed center load sensing hydraulic system.
Powerful economic engine:

Naturally Aspirated Diesel engine delivers 57 FHP @2000
rom, Turbo charged Diesel Engine delivered 71 HP (Gross)
@2200 rpm. A direct injection system for reduced fuel
consumption assures high operational economy.

Effort free operation:

Hydraulically assisted simple feather touch ergonomically
designed controls ensures effort free operations.

Operator Comfort:

Specially designed cabin provides plenty of work space and
excellent visibility. Remote location of hydraulic tank away
from the cabin prevents heating up of the cabin enhancing
operator comfort and productivity.

Dual Speed Travel System:

Dual Speed hydrostatic drive with counter balance valve and
automatic parking brake ensures smooth and safe
operation. The lower speed can be used during excavator
operation and higher speed during long distance travel for
better mobility.

Power Line

B ENGINE

Mechanical
Make
Model (Option 1)

. Kirloskar Oil Engines Ltd.
4R 1040 NA
Diesel, 4 stroke, Water Cooleq,
Direct Injection and Naturally Aspirated.
: FHP (Net) 41.9 kW (57 hp) @2000 rpm.
272 Nm (28.00 Kgm) @1500 rpm

4R 1040 TC BSII|
Diesel, 4 stroke, Water Cooled,
Direct Injection with Turbo Charger.
. FHP (Net) 53.0 kW (71 hp) @2200 rpm.
300 Nm (30.59 Kgm) @1500 rpm
@105 mm x 120 mm

Power
Max Torque
Model (Option 2)

PI_

Power
Max Torque
Bore x Stroke

No. of Cylinders : 4, inline
Displacement 4160 cm?
Electrical

Starting motor 24V
Alternator 24V, 40 A
Battery :2x12V, 75 Ah

K] Hydraulic System

B HYDRAULICS

System Capacity
Hydraulic Pump

- 100 Liters

Main

Type . Variable displacement axial piston pump

Max. oil flow 144 + 72 ¢/min @ 2000 rpm

Hydraulic Motors

Travel . 2 Nos. of two speed axial piston motors
with built-in counter balance valves

Swing T No. Axial piston motor

y

Control valves

Type - Main Compact pilot operated load
sensing 8 spool valve

Relief valve settings Mpa (kg/cm?)

Work Attachment :24.5 (250) (Boom, Arm & Bucket)

Swing circuit - 12.5 (130)

Travel circuit . 24.5 (250)

Hydraulic Cylinders

Type . Double acting piston type

Cylinders No. Bore x Stroke (mm)

Boom 1 @ 120 x 830

Arm ] @ 100 x 885

Bucket ] @ 90 x 685

BICOOLANT AND LUBRICANT CAPACITY (REFILL)
Systems (Refilling) Capacity (Liters)

Fuel Tank 122.0

Radiator 10.0

Engine 9.5

Final Drive each side 0.8

Hydraulic Tank 60.0

B FILTER SYSTEM

Engine Lub Oil . Paper type

Fuel : Pre and Micro

Air-intake - Double element dry type with pre cleaner

Hydraulic System : Return line filter

Excavator Performance
B BACKHOE BUCKET

BucketCapacity - 0.3 (m®) (SAE heaped)

Bucket width - 740 (mm) without side cutters
Bucket width 920 (mm) with side cutters
Bucket weight (kg)

Without side cutters : 220

With side cutters . 244

No. of bucket teeth : 4

BDOZING BLADE DIMENSIONS (MM)
B1 - Cutting edge to Rib pin center Distance 1,321

B2 - Digging depth for ground level 436
B3 - Vertical lift from ground level 285
B4 - Blade height 455
BS - Overall width 2,250

BSWING SYSTEM

Type . Planetary gear reduction with built in
automatic break for swing lock.

Max Swing Speed : 11.8 rpm

Swing Circle . Internal gear and pinion, immersed in grease
Reduction Ratio : 142.348

Tail Swing radius : 1,830 mm

.WORKING RANGE & DIGGING FORCES

Description Standard Arm

Working Range (mm) (1650) mm
A. Max digging height 7,120
B. Max dumping height 4,995
C. Max bucket loading clearance 5,000
D. Max vertical wall digging depth 3,580
E. Max digging depth of cut for
2440 mm level bottom 3,178
F. Max digging reach at groung level 6,225
G. Max. Digging depth 4,090
—===—+- H. Min. reach at ground ref. plane 818
e . J. Reach at Max. Height 2,705
K. Max reach 6,385
L. Reach to bucket pin center
at Max. Height 2,530
M. Max. Bucket hinge pin height 6,065
Forces kN(kgf)
Bucket gigging force 48.3 (4923)
Arm crowd force 37.4 (3802)



BUNDER CARRIAGE

Track frame - H bar type centre frame is integrally
welded with reinforced box-sections.

Track Shoe width  : 450 mm (STD)

No. of shoes . 40 each side (Triple Grouser)

No. of carrier rollers : 1 each Side

No. of track rollers : 5 each side

Ground Pressure  :0.031 Mpa (0.32 kg/cm?)

BCONTROLS

Work Attachment : Hand operated joy stick pilot controls
with accumulator sytem for smooth
safe operation.

Travel . Two foot pedals cum hand levers
operated pilot control valves for
forward/reverse travel and steering.

BISAFETY

- Built-in swing brake & hydraulic swing lock ensure safety
during along distance travel and transportation.

- Automatic parking brake

- Relief & safety valves for hydraulic system protection.

- Counter balance valves in travel motors to avoid possible
over speeding in down gradient.

- Accumulator in pilot line to bring down the work attachment
to a safer position in the absence of engine power.

- Hydraulic filters for protection of hydraulic system against
oil contamination.

- Mechanical safety levers for locking hydraulic system
controls.

ﬂ Features

B STANDARD EQUIPMENT

Boom (3,710 mm) - Std. Bucket (0.3 m?3, SAE heaped) - Std
arm (1,650 mm) - 450 mm triple grouser shoes.

Suction type fan - Dry type air cleaner - Horse power
summation hydraulic system - Hydraulic track adjuster,
Counter weight - Hydrostatic drives - Pilot pressure controls
- Blade attachment for light Dozing & Leveling operations.
All weather steel cabin

(with Rear view mirror - Adjustable seat with reclining device
- Safety glass windows - Lockable door - Wiper -

Dimensions (mm) (Fig B)

A - Overall length / B - Width 0850 / 2280
C - Overall height (top of boom) / D-Cab 2615/ 2495
E - Track length on ground / K -height 2060 / 680
F - Track guage / T-Width 1700/ 450
G - Min ground clearance /J-Cwt 405 / 760

H - Tail Swing Radius 1830

L - Crawler overall length 2645

M - Sprocket axis to axis rotation 1030

S - height upto Engine Hood 1865

N - Cab width / P-Length / R- Height 940 /1590 /1615

B Hydraulic Excavator Range

BE75 BE220G BE300LC BE700

Drive

BDRIVES & BRAKES

Drive Type : Two speed hydrostatic with axial piston motor
& planetary reduction gear boxfor each track.

. Forward / Reverse travel and steering actuated
with either hand levers of foot pedals.
Independent drive to each track enables
m/c to make a pivot turn in either direction.

: 55.7 kN (5,680 kg)

. 1) 2.6 km/h - working
2) 4.4 km/h - Transport

: Counter balance valve fitted on each

Travel & Steering

Max. Draw bar pull
Max Travel Speeds

Counter Balance

Valve hydraulic motors acts as hydraulic brake.
It prevents possible over speeding in down
gradient

Brakes . Oil disc type, spring applied hydraulically

released brakes. The brakes are automatically
released when pedals are operated for travel.

B GAUGES & INDICATORS

LCD Gauge / . Fuel gauge, hour meter, water
temperature and hydraulic oil level,
sight gauge and FM radio, fan.

Indicators & alarm : Indicators for alternator charge.
Alarm for low engine pressure.

B OPERATING MASS

Operating Mass : 7,500 Kg (Including Boom (3,710 mm),
Std. Arm (1,650 mm), Std. Bucket (0.3 m3, SAE Heaped),
Operator, Lubricant, coolant, filled fuel & hydraulic tank)

Electric horn - Cabin lamp - Front light - Tool kit & Portable
fire extinguisher) - Starting motor - Alternator - Batteries.

B OPTIONAL ATTACHMENTS

Hydraulic Rock Breaker - Cabin front quard - Ripper - Short
Boom (2,650mm).

Weed Buckets - Trenching Bucket - Hard Faced Bucket -
Trapezoidal Bucket - FOPS ditch cleaning Bucket.

BE1000-1 BE1000E-1 BE1800D BE1800E
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B CORPORATE OFFICE

BEML Soudha, 23/1, 4" Main, S.R. Nagar, Bengaluru, Karnataka — 560 027
Tele:+ 91 80 2296 3240 | + 91 80 2296 3250
Mail : corocomm@bemlitd.in | office.cpd@bemlltd.in

I sBU - MINING [ ssu-consTRucTION | ] sBu- inTernaTiONAL BusiNess | ] SBU - SUSTENANCE
BEML Soudha, 23/1, 4" Main, BEML Soudha, 23/1, 4" Main, Flat No. E, F, G, H, "Vandana’ BEML Soudha, 23/1, 4" Main,
S.R. Nagar, Bengaluru, S.R. Nagar, Bengaluru, 11™ Floor, 11, Tolstoy Marg, S.R. Nagar, Bengaluru,
Karnataka — 560 027 Karnataka — 560 027 Connaught Place, Karnataka — 560 027

T:+91 80 2296 3508/29/32/33 | T:+ 91 80 2296 3507/10

New Delhi — 110 001

E : ajeet.srivastava@bemllitd.in | E : manojkumar.k@bemlltd.in | T :+91 112344 3511/20
M :+ 91 88003 16131

T :+91 80 2296 3540/01/41
M : channappa.dm@bemllitd.in

paritosh.pandey@bemllitd.in

E : jitendra@bemlltd.in

B NORTH & WEST ZONE B EAST ZONE
Zonal Office : Nagpur Zonal Office : Kolkata
Mail . ¢S.singh@bemlltd.in Mail . naveensonkar@bemllitd.in
Mob :+91 94091 19469 Mob :+971 94484 30606
Bl REGIONAL OFFICES: Bl REGIONAL OFFICES:
 Bilaspur - Dhanbad
1-A, Industrial Area, Sirigitti, Sector-C, GT Road, Kandra Post - Bhitia, Govindpur,
Post-Chakarbhata, Dhanbad, Jharkhand - 828 109
Bilaspur, Chhattisgarh - 495 220 Tele:+91 94711 92023
Tele:+91 07752 252745 / 252491 Mail : bijay.chaudhary@bemlltd.in
Mob: +91 98930 78521
Mail : sudipta.sen@bemiltd.in * Kolkata

35/1A, Taratala Road,
 Mumbai Kolkata, West Bengal - 700 088
6A, Bakhtawar, Nariman Point, Tele: +91 033 2401 5286
Mumbai, Maharashtra - 400 021 Mob: +91 98749 87474
Mob: +91 94060 55919 / +91 84357 00605 Mail : amritendu@bemlltd.in
Mail : pandurang.k@bemlltd.in .

* Ranchi
* Nagpur 15t Floor, BSNL Main Telephone Exchange
No.33, Cement Road, Shivaji Nagar, Building, Lake Road,
Nagpur, Maharashtra - 440 010 Ranchi, Jharkhand - 834 001
Tele: +91 0712 2248 845 Tele:+91 0651 2540 710
Mob : +91 94192 54944 Mob: +91 94311 08531 / +91 63803 37525
Mail : onkar.nath@bemlitd.in Mail : balachandar.v@bemlltd.in
* New Delhi - Sambalpur
Flat No. E, F, G, H, 'Vandana', 11" Floor, BEML Complex, N H - 6,
11, Tolstoy Marg, Cannought Place, Panchagachhia, Baraipalli Post,
New Delhi- 110 001 Sambalpur, Odisha - 768 006
Tele:+91 011 2344 3500/11 Tele: +91 0663 2521 604
Mob: +91 88828 75741 Mob: +91 94370 69116
Mail : gaurav.saxena@bemlltd.in Mail : anand.xalxo@bemllitd.in
- Singrauli
P B No. 5, Singrauli Colliery,
Singrauli, Madhya Pradesh - 486 889
Tele : +91 07805 272 668
Mob: +91 94035 18252
Mail : pitin.misra@bemlitd.in
Bl DISTRICT OFFICES: Bl DISTRICT OFFICES:

Ahmedabad | Bhilai | Chandrapur | Jammu | Leh | | Asansol | Bhubaneshwar | Guwahati
Pune | Udaipur

Bl ACTIVITY CENTERS: Bl ACTIVITY CENTERS:
Bhopal | Goa | Maihar Itanagar | Likabali

I SOUTH ZONE

Zonal Office : Hyderabad
Mail . rk.singh@bemlltd.in
Mob . +91 92625 82170

Bl REGIONAL OFFICES:

* Bengaluru

BEML Soudha, 23/1, 4" Main, S. R. Nagar,
Bengaluru, Karnataka - 560 027

Tele : +91 080 2296 3524

Mob: +91 97402 42253
Mail : laxmikanth.r@bemlltd.in

* Chennai

Flat No.11, Supriya Estate,

No.3, Sterling Road, Nungambakkam,
Chennai, Tamil Nadu - 600 034

Tele: +91 044 2827 0792

Mob: +91 97909 59179

Mail : g.srinivasan@bemlitd.in

» Hyderabad

3-6-114, Street No.18, Himayat Nagar,
Hyderabad, Telangana - 500 029

Tele : +91 040 2322 7032

Mob: +91 99083 49018

Mail : anwar.basha@bemlitd.in

Bl DISTRICT OFFICES:

Bacheli | Hospet | Kothagudem | Neyveli |
Ramagundam | Visakhapatnam

Bl ACTIVITY CENTERS:
Kochi

Form No: BE/5/09/2025

BB STRATEGIC BUSINESS UNITS

Mining | Construction | Sustenance | Hydraulics & Powerline | Armoured | Aerospace | Engines | HMV |

Commuter Rail | Metro Rail | Sustenance - Rail & Metro | International Business | Maritime | SEZ |
SBU Sustenance - Defence & Aerospace

* Material & Specifications are subject to change without notice, lllustrations may include optional Equipment & Accessories.
* BEML Logo & Colors used herein are trademarks of BEML & may not be used without permission.
* For more information on BEML products, services & solutions visit www.bemlindia.in or scan QR code above.
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